
The Ultimate Self Contained Powerwasher
Bowserwasher

940 litre polyethylene tanker trailer, with a 450mm diameter inlet with 
cover, water level sight glass, integral tanks for anti-freeze (15 ltr) 
and chemical (28 ltr), 3-way valve for anti-freeze system, auxiliary 
suction facility (optional), unique Brendon Live Hose Reel and lance 
carrier, complete with Brendon Powerwasher mounted on a robust 
tubular chassis with rear protection bar, single axle trailer with full 
track rubber suspension and heavy duty jockey wheel. Overrun and 
handhand parking  auto reversing brakes and lighting, to full highway 
regulation. Anti-freeze and chemical tanks can be adapted for other 
uses if required

Model
BBW20KPE
BBW30KPE+ES

BBW20KYD+ES

BBW30KLN+ES

Dimensions (all models): 3450mm x 1600mm x 1400mm

Bowserwasher
Pressure
2000PSI - 140BAR
3000PSI - 207BAR

2000PSI - 140BAR

3000PSI - 20.7BAR

Flow
2.9GPM - 13.2LPM
3.3GPM - 15.0LPM

2.9GPM - 13.2LPM

3.3GPM - 15.0LPM

Type
Honda Petrol
Honda Petrol 
with Electric Start
Yanmar Diesel 
with Electric Start
Reduced Noise Reduced Noise 
Yanmar Diesel
with Electric Start

Ap.Weight
415 Kg
450 Kg

485 Kg

500 Kg

®

BPWS/EU/09/01

Community Design No: 000235429
UK Registerd Design No: 2098802 

Sandblasting Drain Jetting Mobile Reel Gulper Kit

Features / Benefits
• Choice of Petrol & Diesel powered models

  - See individual specifications for more information

• Baffled 940 ltr Water Tank

• 15 ltr Anti-Freeze Tank

• 28 ltr Chemical Tank

•• Lockable Hinged Lid

• Robust Tubular Chassis

• Rear Protection Bar

• Full rubber track suspension

• Complies with Highway Regulations

• Certificated Lifting points

• Choice of tank & chassis colours:

  - Green, Red, White, Blue &   - Green, Red, White, Blue & Yellow

Specification may differ per country. Brendon reserves the right to alter the specification without notice.
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